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Pellet Mills for 

Domestic Use 

Pellet mills for domestic use suitable for pellet production from agricultural-forestry 

scraps. They come in electrical single-phase and three-phase edition, in PTO edition 

and with gasoline internal combustion engine. 
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PLT-50 - Single-Phase Pellet Mill 
 

Power supply Electrical single-phase 

Installed 

power 

3 kW 

 

Approx. hourly 

production * 
ACCORDING TO THE MATERIAL 

Pellet 

diameter 
6 mm 

Die diameter 119 mm 

Roller 

diameter 

2 rollers 78 mm diam. (working 

surface approx.39 mm) 

Dimensions 

(LxWxH) 
87 x 39 x 106 cm 

Weight 110 kg 

 

 

 
 

PLT-100 - Three-Phase Pellet Mill 

 

Power supply Electrical three-phase 

Installed 

power 

4 kW 

 

Approx. hourly 

production * 
ACCORDING TO THE MATERIAL 

Pellet 

diameter 
6 mm 

Die diameter 119 mm 

Roller 

diameter 
2 rollers 78 mm diam. 

Dimensions 

(LxWxH) 
87 x 39 x 106 cm 

Weight 110 kg 
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PLT-100 PTO - Pellet Mill with PTO Attack 

 

Power supply PTO  

Required 

driving force  

6 hp 

 

Approx. hourly 

production* 
ACCORDING TO THE MATERIAL 

Pellet 

diameter 
6 mm 

Die diameter 119 mm 

Roller 

diameter 
2 rollers 78 mm diam. 

Dimensions 

(LxWxH) 
67 x 77 x 121 cm 

Weight 93 kg 

 

 

 
PLT-100 M-Pellet Mill with Gasoline Internal Combustion Engine 

 

Power supply: 
Gasoline internal combustion 

engine 

Installed 

power: 
14 hp 

Approx. hourly 

production* 
ACCORDING TO THE MATERIAL 

Pellet 

diameter 
6 mm 

Die diameter 119 mm 

Roller 

diameter 
2 rollers 78 mm diam. 

Dimensions 

(LxWxH) 
87 x 39 x 106 cm 

Weight 110 kg 

 

 

 

 

* Hourly production considerably varies according to the type of biomass used. Estimated data 

contained in this catalogue are purely indicative and not binding in any way. 
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Woodstock 

Refiners 

 

Refiners designed to chop vegetable waste. They are equipped with a feed hopper and a 

discharging hole. Cutting mechanism with 2 blades and 2 counterblades.  
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WOODSTOCK 3PH ï Electrical Three-Phase Refiner 

 

Power supply Electrical, three-phase  

Installed 

power 

3 kW 

 

Max. 

branchesô 

diam. 

40/50 mm 

Feed hopper 

dimensions 
35 x 40 cm 

Dimensions 

(LxWxH) 
134 x 83 x 106 cm 

Weight 87 kg 

 

 

 

 

 

 

WOODSTOCK PTO ï PTO Refiner 

 

Power supply PTO 

Installed 

power 
18 hp 

Max. 

branchesô 

diam. 

70 mm 

Feed hopper 

dimensions 
35 x 40 cm 

PTO rotation 540 RPM  

Dimensions 

(LxWxH) 
134 x 83 x 106 cm 

Weight 106 kg 
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WOODSTOCK ENGINE ï Petrol Engine Refiner 

 

Power supply Petrol engine  

Engine HONDA GX200 

Engine power 6,5 hp 

Max. 

branchesô 

diam. 

60 mm 

Feed hopper 

dimensions 
35 x 40 cm 

Dimensions 

(LxWxH) 
134 x 83 x 106 cm 

Weight 92 kg 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



        PRODUCT PORTFOLIO 

7 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Semi-Professional 

Pellet Mills 

Semi-professional pellet mills designed for pellet production from agricultural-forestry 

waste. Predisposed for central bearing and pressure rollers lubrication through greasing 

pumps. 


